
30896

30843
1.4404 / AISI 316

DIN 933

30844
1.4404 / AISI 316

DIN 912

30890
1.4404

AISI 316

30892
30893

1.4404 / AISI 316
DIN 934

1.4305
AISI 303

30894

30892
1.4404 / AISI 316

DIN 1587

1.4404 / AISI 316
DIN 433

*DIN 125

30896
1.4404 / AISI 316

DIN 9021

30892
30893

1.4404 / AISI 316
DIN 985

no. no.

no. no.

no. no.

no. no.

no. no.

no. no.

LRno. no. LRno. no.

LRno. no.

no. no.

®
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c sw
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ck

a
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a

ød

sw

ød

ød

sw*k

a ød

swk

ød2

ød1

k

ød2

ød1

k

L

R

a ød

sw*k

k

2,8

3,5

4,0

5,3

6,4

sw

7

8

10

13

17

ø d

7,7

8,8

11,1

14,4

18,9

c

25

30

30

40

50

a

M4

M5

M6

M8

M10

mm

30843–

0400

0500

0600

0800

1000

k

7,5

8,8

10,0

12,5

sw

19

22

24

30

ø d

21,1

24,5

26,8

33,5

c

70

70

90

100

a

M12

M14

M16

M20

mm

30843–

1200

1400

1600

2000

k

4

5

6

8

10

ø d

7,0

8,5

10,0

13,0

16,0

c

25

25

30

35

40

a

M4

M5

M6

M8

M10

mm

30844–

0400

0500

0600

0800

1000

k

12

16

20

ø d

18,0

24,0

30,0

c

50

60

70

a

M12

M16

M20

mm

30844–

1200

1600

2000

ø d

10,0

12,5

12,5

12,5

14,0

c

25

20

25

30

20

a

M4

M5

M5

M5

M6

mm

30890–

0400–025

0500–020

0500–025

0500–030

0600–020

ø d

14,0

14,0

17,0

17,0

c

25

30

30

40

a

M6

M6

M8

M8

mm

30890–

0600–025

0600–030

0800–030

0800–040

k

2,4

3,2

4,0

5,0

6,5

8,0

10,0

ø d

6,0

7,7

8,8

11,1

14,4

18,9

21,1

a

M3

M4

M5

M6

M8

M10

M12

mm

ø d

6,0

7,7

8,8

11,1

14,4

h

7

8

10

12

15

c

3,5

4,1

5,9

6,0

8,5

ø d

18,9

21,1

24,5

26,8

33,5

h

18

22

25

28

34

c

10,0

11,7

13,0

16,0

19,7

a

M3

M4

M5

M6

M8

sw

5,5

7

8

10

13

mm

30894–

0300

0400

0500

0600

0800

a

M10

M12

M14

M16

M20

mm

30894–

1000

1200

1400

1600

2000

k

0,5

0,5

1,0

1,6

1,6

1,6

2,0

ø d2

6

8

9

11

15

18

20

ø d1 for

M3

M4

M5

M6

M8

M10

M12

k

2,5

2,5

3,0

3,0

4,0

4,0

ø d2

24

28

34

39

44

56

ø d1 for

M14

M16

M20

M22

M24

M30

mm

30896–

0300

0400

0500

0600

0800

1000

1200

mm

30896–

1400

1600

2000

2200 *
2400 *
3000 *

k

0,8

1,0

1,2

1,6

2,0

ø d2

9

12

15

18

24

ø d1 for

M3

M4

M5

M6

M8

k

2,5

3,0

3,0

4,0

ø d2

30

37

50

60

ø d1 for

 M10

 M12

M16

M20

mm

30896–

0300–09

0400–12

0500–15

0600–18

0800–24

mm

30896–

1000–30

1200–37

1600–50

2000–60

30892–

0300

0400

0500

0600

0800

1000

1200

30893–

0300

0400

0500

0600

0800

1000

1200

ø d

24,5

26,8

33,5

39,5

50,8

a

M14

M16

M20

M24

M30

mm

30892–

1400

1600

2000

2400

3000

30893–

1400

1600

2000

2400

k

4

5

SW

8

10

ø d

9,0

11,2

a

M6

M8

mm

30892–

0600–01

0800–01

30893–

0600–01

0800–01

sw

5,5

7

8

10

13

17

k

4

5

5

6

8

10

ø d

6,0

7,7

8,8

11,1

14,4

18,9

a

M3

M4

M5

M6

M8

M10

mm

30892–

0300–02

0400–02

0500–02

0600–02

0800–02

1000–02

sw

19

22

24

30

36

k

12

14

16

20

24

ø d

21,1

24,5

26,8

33,0

39,6

a

M12

M14

M16

M20

M24

mm

30892–

1200–02

1400–02

1600–02

2000–02

2400–02

HEXAGON HEAD CAP SCREW

SOCKET HEAD SCREW

With hexagon socket

PAN HEAD SCREW

HEXAGON NUT

sw

17

19

22

24

30
Tapped depth = dimension c

DOME NUT
Right-hand thread

MININUT HEXAGON NUT

WASHER

WASHER FOR WOOD

k

11,0

13,0

16,0

19,0

24,0

*sw see table of hexagon head cap screw

LOCK NUT
Right-hand thread

Technical data subject to change. 
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ASSEMBLY AIDS

Left-hand thread

Right-hand thread


